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The Mediatrix 3300 VoIP 
gateways are designed 
for low-density enterprise 
premises migrating to 
VoIP. They are multi-
function devices 
combining VoIP IAD, 
router, firewall and QoS. 
Mediatrix 3300 gateways 
are fully scalable in terms 
of number of ports and 
functionalities. They 
integrate the latest 
network security features.  
 
Key Benefits 
 
Voice functionalities 

 Analog interface cards 
 T.38 support 

 
Security features 

 NAPT/Firewall 
 SNMPv3 and web 

management 
 VPN: Software 

encryption/authentification 
capabilities: AES, DES, 3DES  
MD5, SHA. 

 
Management features 

 Automatic firmware and 
configuration file download for 
VoIP parameters 

 
Network functionalities 

 IP connectivity for analog 
phones and faxes 

 DHCP Server 
 VLAN 

 

 
Secure Enterprise Controller 
Mediatrix 3300 Overview 
 
 
The Mediatrix 3300 secure controllers connect any SIP phone, 
analog phone or fax, as well as PBX to an IP network.  
 
With its VPN capabilities, 3300 secure controllers allow the 
deployment of secure and comprehensive data and voice solutions 
amongst many branch offices of a private network.  It can be 
installed over and above a PBX or KTS network to offer IP 
connectivity in smaller locations or for extension of SIP-based IP 
PBXs into remote sites. 
 
The 3300 secure controllers offer a superior solution for SMBs 
needing to upgrade both their data and phone system at one time. 
It integrates state-of-the-art firewall, router and voice capabilities.  
 
Automatic update features and provider-specific profiles ensure that 
the Mediatrix 3300 secure controllers are a genuine plug and play 
solution for ITSP’s deploying SMB VoIP hosted applications.  
 
Mediatrix VoIP products are feature-rich with security and QoS 
support capabilities and offer seamless integration with proprietary 
features of leading vendors’ communications management systems 
including softswitches, gatekeepers, proxy servers and call agents. 
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Technical Specifications 
 
IP Telephony Protocol 

 SIP 
 

Vocoders 
 G.711 (A-law, � -law), G.723.1, 

G.726, G.729a/b 
 

Echo Cancellation 
 G.168 

 

Silence Suppression 
 Silence detection / suppression 

and Comfort Noise Generation 
level software adjustable 

 

Network Management Protocols 
 SNMPv3, HTTP, TFTP, Linux 

CLI and scripts 
 

Real-Time Transport Protocols 
 RTC/RTCP - RFC 1889, RFC 

1890, RFC 2833, RFC 3389 
 

WAN Connection 
 1 10/100 BaseT Ethernet RJ-

45 connectors 
 

LAN Connection 
 4 10/100 BaseT Ethernet RJ-

45 connectors 
 

Analog Interface Card 
 7 FXS / 1 PSTN bypass 

(possibility of up to 2 interface 
cards)  

 

Data Features 
 SIP-aware firewall, TFTP or 

HTTP auto-provisioning for 
VoIP parameters, configuration 
file encryption, NAPT, DHCP 
server. 

 

QoS 
 DiffServ  
 Traffic shaping 

 

Real-Time Fax 
 Clear channel (G.711) or T.38 

 

Operating Environment 
 Operating temperature: 0C to 

40C 
 Storage temperature: -20C to 

+70C 
 Humidity: up to 85 %, non-

condensing 
 

Power Supply 
 Internal 110-240 VAC power 

supply (wall plug or desktop, 
based on country/area model). 

 
Mechanical 

 Rack mount, Desk mount, Wall mount 
 1U 19 
 2 interface card slots 
 Stackable units to increase port count 

 
Dimensions 

 Height: 4.4 cm (1.74 in.) approx. 
 Width: 43 cm (17.19 in.) approx. 
 Depth: 21 cm (8.4 in.) approx. 

 
Applications 
 
Secure Multi-Branch IP Networking 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Hosted VoIP Solution for SMB 

 


